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1,2mm

HEALTH

▪ Aucune toxicité

▪ Aucune irritation cutanée

REGULATORY

▪ Conforme à la directive 94/62/CE.

▪ Conforme au règlement REACH.

▪ Utilisable dans les processus 
alimentaires, contact indirect.

ENVIRONMENT

▪ Issu de fibres recyclées 

▪ Entièrement recyclable 

FRICTION Sliding angle 44°   (NF Q03-083, 1993 * )

• * Measurement has been hold in conditions of the norm NF Q03-083, non slide side versus recycled paperboard. The friction coefficient is 
given as an indication. Friction properties are dependent of the surface, the weight of the product and its dimensions. Before validating the 
product, a test in real conditions of use is required. 

• SM : Sens machine ST : Sens travers
• Tolérance quantité par palette : ±2%
• Tolérance dimensionnelle de la feuille : ±2%

La feuille Grip'N Slip Push Pull est composée de plusieurs couches de carton Kraft Liner, dont la face supérieure est laminée avec une 

feuille Grip, un papier léger 100 % recyclé doté d'un revêtement antidérapant. Les feuilles peuvent être fabriquées en différentes tailles 

et formes afin de répondre aux besoins des clients. Un échantillon a été prélevé lors d'un cycle de production afin de déterminer les 

valeurs.

TECHNICAL CHARACTERISTICS

TEST UNITS STANDARD RESULT

Grammage du carton g/m2 ISO 536 966

Épaisseur du carton combiné µm ISO 534 1457

Résistance à l'éclatement kPa ISO 2758 3060

Tensile strength kN/m ISO 1924-2

MD 64,0

CD 40,5
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